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SERVICE C3COOLER
TYPE BES
DUTY/SURFACE 0,892 MW 1590 2
DESIGN PRESS. 454 barg 34.9barg
DESIGN TEMP. 85°C 85°C
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ITEM 114-D-204

SERVICE CAUSTIC PREWASH DRUM
IDXTLTL 2650 mm x 9250 mm
DESIGN PRESS.  454/FVbarg

DESIGN TENP. 85°C

INSULATION Yes
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FROM UNIT 146

160-0040-0023

NOTES

ON SPENT CAUSTIC MAKE-UP LINES.

1-LDG ON 114-D-104 TO BE READABLE FROM GLOBE VALVES

LPG. POSSBLITY OF FREEZING VAL
SHALL BE 600mm,

3-VALVE EQUIPPED WITH AR RESERVE.

4-CONNECTION ON TOP OF THE LINE.

ACCORDING TO THIS PROTECTION)
7-VALVE LOCATED AT HIGH POINT.

8- DELETED.

9- SPARE RELIEF VALVE STORED IN WAREHOUSE.
10- DELETED.

€S INCASE

(OF MISOPERATION. MNIMUM DISTANCE BETWEEN 2 VALVES

5- AIR RESERVE TO BE SIZED TO BE ABLE TO COMMAND FOR 3
'STROKES VALVE OPERATING DURING AR INSTRUMENT FAILURE.

6- FIRE RESISTANT VALVE (ALL INSTRUMENTS, BOX PROTECTION,
TUBING, CABLES, ETC. WILL BE SELECTED AND CLASSIFIED

1t u REINF(

TO HAVE ENOUGH MARGIN FOR THE COOLING.
13-PG 0016 TO BE READABLE FROM GLOBE VALVE.

GENERAL NOTES

ALL INSTRUMENT TAGS TO READ:
LETTERS  NUMBER
1142 FFFF NNNN

HOLDS

1-DELETED.

12-IN NORMAL CONDITIONS VALVE ISNOT FULLY OPEN IN ORDER
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EQUIPMENT LIST

o BCAGER
Teom e

UTILITY PID NUMBER
W_ PO-718 86 0005

PID-1718-186-0040-0202

PID-1718-186-0040-0203

PID-1718-186-0040-0205

PID-1718.186.00400204
[0R] Pio-171e-teso0i00zs
[ ] Pi-1rie-tesonioans

PID-1718-186-0040.0205

3 erroveD) e [ | [ [
z AeproveD) oec [ FTI
1 APPROVED FOR CONTRUCTION okc [ W | e
0 TSSUED FOR COMVENT FERED | e
rev oescrPTON ool | preo | ono | aepo | Ao

SOUTH PARS GAS FIELD DEVELOPMENT PHASES 17&18 Y
ASSALUYEH-IRAN FanY
ONSHORE FACILITIES POGC
T r— 500 cusss T Jsone [
WorleyParsong '~' & S*P
R IDRO OIEC Tore
UNIT 114: PROPANE TREATMENT AND DRYING
CAUSTIC PREWASH DRUM (TRAIN 2)
PIPING AND INSTRUMENT DIA/GRAM
DRAWING No. PID-1718-114-0030-0204 [rRevison] 3




